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2.2 Multiframe control panel

2.2.1 Function

Press the "BEFORE USE" button before using the toilet. This will fill the toilet with a small
amount of water. Press the "AFTER USE” button after using the toilet. This will start the
automatic flush cycle, which will empty the toilet.

i AFTERUSE

\ TANK LEVEL

A NOTE: It is also possible to adjust the amount of water used during every flushing
cycle directly from the Multiframe wall switch. A specific regulator placed on its rear
increases the amount of water if turned clockwise or decreases it if turned
anticlockwise. The recommended water level is 1 cm above the ceramic outlet.

A WARNING: The tank level LED is only an indicator. Do not use the system if the LED

is red.
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2.3 Touch SFT control panel

23.1 Function

The Touch SFT control panel can work both in Navigation mode and in Mooring mode.

The Navigation mode cycle eliminates the water inside the bowl at the end of use, preventing
the possible leakage of water due to the movements of the boat.

The mooring mode cycle works like domestic toilets: just the activation of the "AFTER USE"
button is enough to activate the cycle in its entirety. In Mooring mode there is always a
quantity of water inside the bowl to create a hydraulic cap.

BEFORE USE \ / AFTER USE [

T / \ T

To switch from mooring mode to navigation mode see par. 2.3.3.

‘ NOTE: If desired, the amount of water that is used during each drain cycle can be
adjusted directly on the back of the Touch panel. In fact, in the rear part of the latter
there is a special regulator that can be operated by turning it clockwise to increase
the amount of water or counterclockwise to decrease it. The recommended water
level is 1 cm above the exhaust outlet.

2.3.2  Saifing or Mooring mode
Set the system to sailing mode if you plan on sailing often. The toilet will remain empty after use.
Only a small amount of water will be added to create a water trap. This will avoid accidental water

spilling caused by motion of the vessel during navigation.
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[ SAILING MODE: the toilet bowl remains empty at the end of the flush cycle J

1. The bowl
is empty.

-~/

2, Press the *BEFORE USE”
button before using the toilet.
The solenoid valve willlet in
the desired amount of water
for max 12 seconds.

3. Press the "AFTER USE” button after\
using the toilet.

A combined action of the solenoid valve

and macerator pump will clean and rinse

the bowl. A small watertrap is created

and the toilet bowl will remain empty.

N _/

Set the system to mooring mode if you plan on docking for a long period of time. Water will
remain in the toilet after use allowing you to flush by pressing a single button.

[ MOORING MODE: water remains in the toilet, ready for the next use. J
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5. S 2. Using the 3. Press the "AFTER USE" button after 4.Some wa'cr]er

i toilet using the toilet. remains mtf €

remainsin The combined action of the solenoid bowl ready for

the bowl valve and macerator pump cleans and the next use

(sameasa rinses the bowl, leaving a small amount of

residential clean water ready for the next use.

toilet).
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2.3.3 Changing flushing mode
The system is set on sailing mode by default. To switch from one mode to another:

1) Pressand hold the BEFORE USE and AFTER USE buttons simultaneously
2) After 3 seconds, the sensor LED will flash: keep pressing.
3) After 5seconds, the perimeter LED will flash: release the buttons.
4) The toilet will automatically do:
a. Ifyou are setting from Sailing mode to Mooring mode: water inlet.
b. If you are setting from Mooring mode to Sailing mode: pump activation.

5) Repeat the procedure to change mode again.

Fig.1: from Sailing to Mooring

1. Pressand hold the BEFORE USE . |
and AFTER USE buttons .
simultaneously :

2. After 3 seconds, the sensor LED —
will flash. &0
Hold down.

3. After 5 seconds, the backlight
LED will flash. D - @
Release the buttons.

4, The toilet will automatically inlet

MOORING water ——
MODE |
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Fig.2: from Mooring to Sailing

MOQORING 4
MODE

Press and hold the BEFORE USE
and AFTER USE buttons
simultaneously

After 3 seconds, the sensor LED
will flash.
Hold down.

After 5 seconds, the backlight
LED will flash
Release the buttons.

Pump activation to empty the
bowl.

D @
N®QO
D © @

A\

NOTE: at the end of the cycle, the toilet remains empty if the system is set in "Sailing

mode”. Alternatively, a small amount of water remains in the toilet if the system is set
in *Mooring mode®.
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2.3.4 Tank level LED — Block function

The control panelis equipped with a 3-colour LED, which indicates the blackwater tank level.
As soon as the maximum level is reached, the sensor disables the inlet of water inside the
bowl. Only the macerator pump will stay active.

Symbol not lighted:
Toilet system is OFF or not receiving power.

Symbol lighted GREEN:
Toilet system is ON and the holding tank is
®  |ess then full.

Symbol lighted ORANGE:
Toilet system is ON and the holding tank is at
least half full.

Symbol lighted RED:
Toilet system is ON and the holding tank is
® ful

235 lockout
If for any reason you intend to bypass the block function connected to the level of the black

water tank, and reactivate the inlet of water, press both buttons simultaneously two times,

with an interval of about 1 sec.
The "LOCK OUT" LED will come on to indicate that the panel is in lockout mode (block NOT

active). The button LEDs will turn off during programming. When restarted, the control unit
can be used.

» 0 &0 o
°
X 2 X 2

Block Active Block NOT Active

To disable the lockout function, repeat the procedure:

. 0% O o
B

o
Block NOT Active Block Active
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2.3.6 Disabling the toilet for cleaning operations.
Temporarily disable the buttons in order to clean the Touch control panel.

Gh Wy e

Place your hand on the panel for 15 seconds without touch it.

The backlight starts blinking for 3 sec.

Take your hand away.

Clean the panel with a cloth.

The buttons will be automatically enabled again after 15 seconds.

2.3.7 Disabiing the toifet for a shower
Nel caso in cui il pannello Touch fosse all'interno della doccia, per evitare attivazioni

involontarie legate agli schizzi d'acqua, é possibile disabilitare temporaneamente i pulsanti.

1. Place your hand on the panel for 15 seconds without touch it.

2. The backlight starts blinking for 3 sec.

3. Pressthe central area at the tank LED.

4. All LEDs will flash to confirm command.

5. The backlight will start to blink slowly.

6. The buttons will be automatically enabled again after 15 minutes.
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2.3.8 Programming the backlight
You can program the Touch panel to have the backlight:

a.Always on
b. Always off
c. Activated with a proximity sensor (default)

Instructions to switch from one program to another:
1. Press and release the LED at the centre (Tank level LED)
2. Press and release simultaneously the BEFORE USE and AFTER USE buttons.
3. Wait 2/3 seconds before performing other operations.

This way, you will switch from one program to another simultaneously
- ALWAYS OFF = PROXIMITY=> ALWAYS ON->

2.3.9  Pump manual activation
In caso di necessita, & possibile effettuare un ciclo con la sola attivazione della pompa
maceratrice.

Press simultaneously both buttons for 3 seconds until the Lock LED flash and release.

°
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2.3.10 Anti overflow function

Toavoid possible overflows related to excessive consecutive inlet of water with the
"BEFORE USE" button, an automatic block is enabled which does not allow more than two
consecutive inlets.

The lock is disabled the next time the macerating pump is activated.

A NOTE: effectiveness is not guaranteed if the water inlet level has not been
appropriately set.

The "After Use" cycle will in any case introduce a quantity of water.
If only pump activation is required, see function 2.3.9 Manual pump activation.

2.3.11 Reset
If it is necessary, it is possible to activate the system reset function.

a. Press and hold the LED at the centre {Tank level LED) for 10 seconds.
b. All the LEDs will flash as reset confirmation.
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A WARNING: do not to exceed the tank maximum level when the “Tank Level” LED is
red (lockout mode).

WARNING: If the toilet is connected to a seacock, make sure that its safety ball valve
is always closed when the boat is unattended, even for a short time.

WARNING: For toilets that use fresh water systems connected (even temporarily) to
the port water mains, make sure that the valve inthe quay connection point is always
closed when the boat is unattended, even for a short time.

WARNING: do not force the cover to close if the toilet is equipped with a soft closing
system. The system is designed to close automatically and applying external force
may irreversibly damage the mechanism.

WARNING: if the toilet is equipped with a bidet function, make sure not to exceed
the toilet maximum level, as there is no overflow drain. Enable the macerator pump
("AFTER USE") to empty the toilet.

N I A

WARNING: In case of accidental overflow (bidet), you can use the "Manual
Activation® function (see 2.3.9).
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